


WS 1000
Lumber Mega Scanner

Defects
•	 Knots
	 Sound knot round
	 Sound knot splay
	 Sound knot spike
	 Dead knot round
	 Dead knot splay
	 Dead knot spike
•	 Knot hole
•	 Pith
•	 Bark pocket
•	 Resin pocket
•	 Resin streak
•	 Rot
•	 Resin
•	 Wane
•	 Bark beetle
•	 Lineatus
•	 Cracks and splits
•	 Lack of material

Texture/grain
Orientation
•	 Radial
•	 Semiradial
•	 Tangential

3D Measurement
•	 Length
•	 Width
•	 Height
•	 Volume

X-Ray (optional)
•	 Lumber density and grading
•	 Internal pockets
•	 Internal knots
•	 Internal holes
•	 Custom defect options

Speed: 500+ m/min

•	 Discolorations
	 Blue stain
	 Brown stain
	 Red stain
	 Yellow stain
	 Mold
	 Machine burning
•	 Planning errors
•	 Machine marks
•	 Saw step
•	 Dirt
•	 Fibre fracture
•	 Compression wood
•	 Fibre deviation
•	 Ring orientation on face
	 (optional for WS 2000)
•	 Custom defect options

Optical + X-Ray Optical



WS 2000
Lumber Cross Scanner

Cutting Optimization
X-Ray (optional)
•	 Bark pockets
•	 Resin pockets
•	 Pith pockets
•	 Internal holes
•	 Inside abnormalities: rocks, nails, shrapnels etc.
•	 Custom defect options

3D Measurement
•	 3D log model
•	 Length
•	 Volume
•	 Curvature
•	 Taper

Log Diameter
•	 8 cm - 120+ cm

WS 3000
Log Scanner
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Wood
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www.smartiwoodscanning.com

smarti@tab-systems.com

WS 100
Lumber Compact
Scanner

WS 200
Wane Scanner


